
HAVACILIK VE SAVUNMA SANAYİ HORTUMLARI
HOSES FOR AVIATION AND DEFENCE INDUSTRIES

Havacýlýk ve savunma sanayinde kullanýlan hortumlar  
bazý ek özelliklere sahiptir. Özel amaçlara uygun 
tasarlanýrlar ve imal edilirler. Ayrýca çevre þartlarýndan ge-
lebilecek mekanik etkilere karþý (yerde sürünme, üzerine 
basýlma, çarpma, titreþim vs. ) dayanýklý olmasý beklen-
mektedir.

Bu ek özellikler arasýnda:

•	 Isýya dayanýklý olan hortumlar

•	 Ateþe dayanýklý hortumlar

•	 Yüksek basýnca dayanýklý hortumlar

•	 Ýzolasyonlu hortumlar

•	 Yüksek hareket / titreþime maruz hortumlar

Öne çýkmaktadýr. TECHNIFLEX hortumlarý yýllardýr bu ko-
nuda verdiði sýnavý baþarý ile vermiþ, en zorlu koþullarda 
çalýþan hortumlarý ile örnek olmuþtur.

The hoses used in the aviation and defense industries 
have the additional features. They are designed and 
manufactured specially. Additionally, they should resist 
the mechanical effects coming from the working environ-
ment (drag, pres, impulse, vibration .etc). 

They have also the following distinguishing characteristics:

•	 High temperature hoses

•	 Fire retardant hoses

• 	 High pressure hoses

•	 Insulated hoses

•	 Higher movement/vibration hoses

TECHNIFLEX Hoses pass all of these hard tests since 
years.
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TechniConnect 02 AS

MATERYAL:
 Kumaş Duvar : Antistatik ≤ 108 Ohm
     • Ağırlık : 570 gr/m2 DIN EN ISO 2286-2 

• Çekme Dayanımı :  2200 / 2200 N/5 cm 
• Yırtılma Dayanımı : 310 / 350 N 
• Ek Kalınlığı : 0,55 mm

	 • Renk : Siyah
 Dış Spiral : Galvaniz Çelik 

UYGULAMALAR:
•   Vakum ve havanın tahliyesinde
•   Klima ve havalandırma da
•   Düşük basınç uygulamalarında 
•   Egzos transferinde
•   Yüksek güvenlik koşullarlının olması gereken yerlerde

ÖZELLİKLER:
• 	 Sağlam
• 	 Düşük bükülme yarıcapı
• 	 Antistatik ≤ 108 Ohm
• 	 Son derece esnek
• 	 Meknik darbelere ve yırtılmaya karşı dayanıklı
• 	 Özel birleştirme metodu, hortum un spiral ve 
	 kumaşını sağlam bir şekilde birbirine
	 kilitlenmesini garanti eder.
• 	 Hafif
• 	 1:6 oranında sıkıştırılabilir
• 	 Dış spiral aşınmaya karşı korur

MATERIAL:
Wall fabric : Antistatic ≤ 108 Ohm
	 • Weight : 570 gr/m2 DIN EN ISO 2286-2 

• Tensile : Warp : 2200 N/5 cm - Weft : 2200 N/5 cm 
• Tear : Warp: 310 N - Weft: 350 N 
• Thickness : 0,55 mm

• Color : Black
External Helix : Galvanised Stell

APPLICATIONS:
• 	 Suction and extraction of air
• 	 Air conditioning/ventilation
• 	 Low pressure application
• 	 Exhaust fumes equipment
• 	 In areas with raised safety requirments

PROPERTIES:
• 	 Robust
• 	 Small bend radius
• 	 Antistatic ≤ 108 Ohm
• 	 Highly flexible
• 	 Good resistance to mechanical damage
• 	 Special clamping method guarantees high tensile strength 		

between hose material and external helix
• 	 Lightweight
• 	 Extremely compressible ca. 1:6
• 	 External steel helix protects against abrasion
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TechniConnect 02 FR

HAVACILIK VE SAVUNMA SANAYİ HORTUMLARI
HOSES FOR AVIATION AND DEFENCE INDUSTRIES

MATERYAL:
Kumaþ Duvarý : PVC Kaplý kumaþ, Alev yürümez özellikte
	 • Aðýrlýk : 630 gr/m2

	 • Çekme Dayanýmý : Warp 200 kg.F, Weft 200 kg.F
	 • Kumaþ Dayanýmý : Warp 25 kg.F, Weft 25 kg.F
	 • Kalýnlýk : 0,55 mm
	 • Renk : Sarý – Siyah – Gri - Yeþil
Dýþ Spiral : Galvaniz Çelik

UYGULAMALAR:
• 	 Klima
• 	 Emiþ uygulamasý
• 	 Hava emiþi ve transferinde
• 	 Çadýr havalandýrmasý / ýsýtmasý
• 	 Kaynak dumaný emme sistemleri
• 	 Düþük basýnç uygulamalarý

ÖZELLİKLER:
• 	 Mekanik hasarlara karþý dayanýklý
• 	 Güçlü
• 	 TechniConnect 01 e göre daha güçlü 			 

materyal
• 	 Flexibilitesi yüksek, kompresyon oraný 1:7
• 	 Aþýnmaya karþý dýþtan galvaniz spiral
• 	 Son derece saðlam imalat yöntemi

MATERIAL:
Wall fabric : PVC Coated Fabric Flame Retardent
	 • Weight : 630 gr/m2

	 • Tensile : Warp 200 kg.F, Weft 200 kg.F
	 • Tear : Warp 25 kg.F Weft 25 kg.F
	 • Thickness : 0,55 mm
	 • Color : Yellow – Black – Grey - Green
External Helix : Galvanised Stell

APPLICATIONS:
• 	 Air conditioning
• 	 Suction plants
• 	 Ducting and extraction of air
• 	 Tent ventilation / heating
• 	 Weld fume extraction
• 	 Low pressure applications
• 	 In areas with raised safety 				  

requirements

PROPERTIES:
• 	 Good resistance to mechanical damage
• 	 Robust
• 	 Highly flexible, compressibility 1:8
• 	 External galvanised steel helix protects against 		

abrashion
• 	 Extremely connect production system
• 	 Stronger than TechniConnect 01



DetailsTechniConnect 02 FR
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TechniConnect 04

MATERYAL:
Hortum Duvarý : Silikon kaplý E-Camelyaf kumaþ
	 • Aðýrlýk : 590 gr/m2

	 • Çek. dayanýmý : Warp 4277 N/5cm, Weft 2757 N/5cm
	 • Kalýnlýk : 0.45 mm
	 • Renk : Gri
	 • Kaplama : Çift taraflý 80/80 gr/m2 gri silikon
	 • Alev sýnýfý : DIN 66083, TNO 3883 Class1
Freie and Hansestadt Hamburg 182.85.6
Dýþ Spiral : Galvaniz Çelik

UYGULAMALAR:
• 	 Sýcak hava transferi
• 	 Egzoz transferi
• 	 Savunma sanayinde
• 	 Yer destek techicatlarýnda
• 	 Düþük basýnçlý uygulamalarda
• 	 Çadýr ýsýtýcýlarýnda
• 	 Sýcak hava cihazlarýnda
• 	 Dökümhanelerde

ÖZELLİKLER:
• 	 Ýyi sýcaklýk dayanýmý (260 C sürekli)
• 	 Düþük bükülme yarýçapý
•	 Ýyi kompresyon oraný: 1:7
• 	 Aþýnmalara karþý dýþ galvaniz spiral
• 	 Güçlü mekanik birleþtirme tekniði ile üretim
• 	 Hafif

MATERIAL:
Wall fabric : Silicone coated E-Glassfabric
	 • Weight : 590 gr/m2

	 • Tensile : Warp 4277 N/5cm, Weft 2757 N/5cm
	 • Thickness : 0.45 mm
	 • Color : Grey
	 • Coating : 2 sides silicone grey 80/80 gram per m2

	 • Fire classification : DIN 66083, TNO 3883
	 Class1 Freie and Hansestadt Hamburg 182.85.6
External Helix : Galvanised Stell

APPLICATIONS:
• 	 Hot air transfer
• 	 Exhaust transfer
• 	 Defence industries
• 	 Aircraft ground support machines
• 	 Low pressure applications
• 	 Tent heater
• 	 Hot air generator
• 	 Moulding applications

PROPERTIES:
• 	 Good temperature resistance
• 	 Small bend radius
• 	 Good compressibility: 1:7
• 	 External galvanised steel helix protects against  

abrashion
• 	 Extremely connect production system
• 	 Lightweight
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TechniConnect 07

MATERYAL:
Kumaþ Duvarý : PVC Kaplý kumaþ+PE izolasyon
			   materyali+PVC kaplý kumaþ
	 • Aðýrlýk : 630 gr/m2

	 • Çekme Dayanýmý : Warp 200 kg.F, Weft 200 kg.F
	 • Kumaþ Dayanýmý : Warp: 25 kg.F Weft: 25 kg.F
	 • Kalýnlýk : 0,55 mm
	 • Renk : Yeþil
Dýþ Spiral : Galvaniz Çelik

UYGULAMALAR:
• 	 Klima
• 	 Havalandýrma
• 	 Emiþ uygulamalarý
• 	 Havanýn emilmesi ve transferi esnasýnda
• 	 Çadýr havalandýrmasý / ýsýtmasý
• 	 Yer destek techizatlarý
• 	 Düþük basýnç uygulamalarý
• 	 Gemi havalandýrmasý

ÖZELLİKLER:
• 	 Mekanik hasarlara karþý dayanýklý
• 	 Güçlü
• 	 Kompozit yapý , 3 kat
• 	 Kompresyon oraný 1:4
• 	 Aþýnmaya karþý dýþtan galvaniz spiral
• 	 Son derece saðlam imalat yöntemi

MATERIAL:
Wall fabric : PVC Coated Fabric + PE Insulation 		

		       layer + PVC Coated layer
	 • Weight : 630 gr/m2

	 • Tensile : Warp 200 kg.F, Weft 200 kg.F
	 • Tear : Warp 25 kg.F Weft 25 kg.F
	 • Thickness : 0,55 mm
	 • Color : Green
External Helix : Galvanised Stell

APPLICATIONS:
• 	 Air conditioning
• 	 Ventilation
• 	 Suction plants
• 	 Ducting and extraction of air
• 	 Tent ventilation / heating
• 	 Defence industry
• 	 Low pressure applications
• 	 Ground support devices
• 	 Ship ventilation

PROPERTIES:
• 	 Good resistance to mechanical damage
• 	 Robust
• 	 Compressibility 1:4
• 	 External galvanised steel helix protects against
	 abrashion
• 	 Extremely connect production system
• 	 Composite structure
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HAVACILIK VE SAVUNMA SANAYİ HORTUMLARI
HOSES FOR AVIATION AND DEFENCE INDUSTRIES

MATERYAL:
Kumaş duvarı : Neoprene kaplı cam elyaf kumaş
     • Ağırlık : 350 gr/m2

         • Çekme Dayanımı : Atkı : 260 daN/5 cm
                                         Çözgü : 175 daN/5 cm
     • Ek Kalınlığı : 0,24 mm
     • Renk : Siyah
Dış Spiral : Galvaniz Çelik

UYGULAMALAR:
•   Taşıt yapımında
•   Klima ve havalandırma
•   Kimyasal Tesislerde
•   Motor yapımıda
•   Düşük basınç uygulamalarında
•   Egzos transferinde
•   Sıcak ve soğuk hava transferlerinde
•   Korozif ortamlarda

ÖZELLİKLER:
•   Düşük bükülme yarıcapı
•   Özel birleştirme metodu, hortum un spiral ve 
	 kumaşını sağlam bir şekilde birbirine 
	 kilitlenmesini garanti eder.
•   Gelişmiş Sıcaklık Direnci
•   Titreşim e dayanıklı
•   İyi Kimyasal Direnci
•   Son derece Esnek
•   Son Derece Sıkıştırılabilir (1:6 Oran)
•   Dışındaki Spiral Aşınmaya Karşı Korur

MATERIAL:
Wall fabric : Fireproof Neoprene coated Glassfabric
	 • Weight : 350 gr/m2 

• Tensile : Warp : 260 daN/5cm - 
                       Weft : 175 daN/5cm 

• Thickness : 0.24 mm 
• Color : Black

External Helix : Galvanised Steel

APPLICATIONS:
• 	 Vehicle construction
• 	 Air conditioning/ ventilation
• 	 Chemical plants
• 	 Engine construction
• 	 Low pressure application
• 	 Exhaust fumes equipment
• 	 Transfer of hot or cold air
• 	 Extraction of corrosive media

PROPERTIES:
•   Small bend radius
•   Special clamping method guarantees high
	 tensile strength between hose material and 
	 external helix
•   İmproved temperature resistance 
•   Vibrationproof
•   Good chemical resistance
•   Highly flexible
•   Extremely compressible ca. 1:6
•   External steel helix protects againt abration
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